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Diggers Degreasing Fluid (Solvent Based)

Code Pack Size Unit Barcode Carton Barcode Ctn/Plt

17077-61DIG 6 x 1 litre 9311052000919 19311052000916 112

17077-4DIG 4 x 4 litre 9311052000940 19312852002131 48

17077-20DIG 1 x 20 litre 9311052000100 N/A 32

DESCRIPTION
Diggers Degreasing Fluid is a powerful, water-soluble solvent blend 
specially designed to penetrate and dissolve built-up grime and grease. 

TYPICAL USES
•	 Oil and grease remover

•	 Driveways and garage floors

•	 Motorcycle and car engines

FEATURES
•	 Easy	to	use	-	simply	brush	on	and	hose	off

•	 Water-miscible,	solvent-based

APPLICATION
Grease and Oil Removal
1. Remove excess grease and oil.

2. Brush or spray on liberally and let soak for a few minutes. For 
stubborn patches or stains, brush vigorously. 

3. Hose off with water. 

SAFETY
Wear	suitable	protective	clothing,	gloves	and	eye	/	face	protection	when	
using this product.

NOTE:  Always protect electrical components when cleaning. Do NOT 
use on bitumen.

Appearance........................clear

                       pale-orange liquid

Specific Gravity ......... 0.78–0.82

Flash Point ...................... >61oC

Boiling Point .............150–280oC

Explosion	Limits	(%) .... 0.7 - 5.0

 MSDS available

SOLVENTS & THINNERS


