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SOLVENTS & THINNERS

Diggers Xylene

Code Pack Size Unit Barcode Carton Barcode Ctn/Plt

16030-61DIGN 6 x 1 litre 9311052002098 19312852002018 96

16030-4DIG 4 x 4 litre 9311052002104 19312852002025 45

16030-20 1 x 20 litre 9312852002240 N/A 32

DESCRIPTION
Diggers Xylene is a specialty solvent for thinning and stripping sealers. 

TYPICAL USES
• Thinning for solvent based acrylic (SBA) sealers

• Stripping solvent based acrylic (SBA) sealers

• Removes grease, oil and dirt

FEATURES
• High solvency power

• Mid-to-slow evaporation rate

APPLICATION
Thinning Sealers 
• Always follow the manufacturer’s directions when thinning sealers. 

Stripping Sealers 
• Test a small area first before taking on the whole job. Saturate a lint 

free cloth and wipe the surface using a clean part of the cloth for 
each wipe. Do NOT use on painted surfaces or Perspex.

SAFETY
Wear suitable protective clothing, gloves and eye / face protection when 
using this product.

Appearance .......colourless liquid

Specific Gravity .................. 0.87

Flash Point .........................26oC

Boiling Point .............136–145oC

Flammability Limit ......... 1–7.1%

Auto Ignition Point ....432–530oC

 MSDS available


