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underground rainwater tanks

sLst sLendastyLe™ tanks

underground rainwater tanks

sLt2100 sLendaLine™ tanks

urT2250 - ThE bEll™ urT5000 - ThE Sub™
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CODE DIMENSIONS (mm)  OVERFLOW POSITION OUTLET POSITION SIEVE POSITION

SlST600 1220l x 580W x 1265h 12:00 Std/6:00 Alt 6:00 Std/12:00 Alt 6:00 Std/12:00 Alt

SlST1050 1460l x 690W x 1515h 12:00 Std/6:00 Alt 6:00 Std/12:00 Alt 6:00 Std/12:00 Alt

SlST2000 2290l x 600W x 2050h 12:00 Std/6:00 Alt 6:00 Std/12:00 Alt 6:00 Std/12:00 Alt

SlST3000 2570l x 790W x 2050h 12:00 Std/6:00 Alt 6:00 Std/12:00 Alt 6:00 Std/12:00 Alt

SlST5000 3290l x 1020W x 2010h 12:00 Std/6:00 Alt 6:00 Std/12:00 Alt 6:00 Std/12:00 Alt

SlT2100 2400l x 720W x 1880h 6:00 standard/12:00 Alt 7:00 standard/11:00, 1:00 Alt Centre
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CODE DIMENSIONS (mm)  

urT2250b 1870l x 1600W x 1890h

urT5000b 3470l x 1600W  x 1890h

12 6
6

12


