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 Etch Primer (BULK) 
 

 
 
 

Dy-Mark Etch Primer has b een  d esigned  t o  p rovid e sup er ior  

ad hesion  t o  m et als t hat  are d if f icult  t o  bond  t o . Etch Primer 

p rovid es h igh  per f orm ance cor rosion  p ro t ect ion  and  is a suit ab le 

b ase f or  a range o f  t op  coat s. A f ast  d ry p ro d uct , Etch Primer is 

suit ab le f o r  use on ; gat es, f ences, railings, p ip es and  gut t ers. It  

d r ies t o  a m at t  grey f in ish. 
 

 

DIRECTIONS FOR USE 

Suitable Surfaces 

Alum in ium , galvan ised  ir on , new  st eel, Zincalum e®, copp er  & b rass. 
 
Preparation 

Et ch  p r im er  should  not  b e app lied  t o  exist ing p ain t ed  sur f aces. Sur f ace should  be clean , d ry 

and  f ree f rom  cont am inan t s such  as; rust , o il, grease, d ir t  and  salt . Thorough ly sand  new  

m et al sur f aces t o  ensure m axim um  adhesion and  w ip e d ow n t horough ly w it h  acet one. For  

aged  or  light ly rust ed  sur f aces rem ove loose rust  w it h  a w ire b rush, scrap er  or  m echan ical 

sand er  and  w ip e dow n t horough ly w it h  acet one. 

 

 
Application 

The p rod uct  can  b e app lied  w it h  b rush , ro ller  or  sp ray (air less or  convent ional). St ir  t he can  

t horough ly unt il t he p rod uct  is un if orm  w it h  a f lat  st ir rer . Cont inue m ixing f req uent ly d ur ing 

use. 

 

Brush/Roller: App ly an  even  coat  o f  t he m ixed  m at er ial t o  t he p repared  sur f ace. Th in  if  

necessary f or  ease o f  ap p licat ion (Maxim um  o f  5% Dy-Mark Xylene Speciality Thinner).  

 

Conventional Spraying: Agit at e p ain t  p ot  regular ly t o  avo id  set t ling o f  t he p rod uct . If  

necessary, t h in  t he p rod uct  w it h  a m axim um  o f  10% Dy-Mark Xylene specialty thinner or  

Dy-Mark General Purpose thinner and  app ly at  t he p ressure o f  40-60psi. 
 
Coverage 

Approxim at ely 10-12m 2 p er  lit r e  
 
Drying Time 

Touch  d ry in  15-20 m inut es (250C).  

Recoat  af t er  2-24 hours.  

  

Drying w ill b e slow er  in  co ld  and  hum id  cond it ions, in  t he absence o f  vent ilat ion  o r  w here 

heavy f ilm  b uild  is ap p lied .  
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TECHNICAL DATA 

Size:    500m L, 1L 

Finish:    Mat t  

Colour:   Grey 

Consistency:   Liq uid  
Clean Up: Dy-Mark General Purpose Thinner 

 

Clean up w et  p ain t  w it h , Dy-Mark Xylene Specialty thinner or Dy-Mark General purpose thinner. 

 
SAFETY INFORMATION 

HIGHLY FLAMMABLE 

Keep  aw ay f rom  f lam e, heat  and  sources o f  ign it ion . Do  not  sm oke and  ensure adeq uat e 

ven t ilat ion  d ur ing use. Can  b e harm f ul b y inhalat ion , in  cont act  w it h  skin  and  if  sw allow ed . 

In t ent ional m isuse b y d eliberat ely inhaling con t en t s can  b e harm f ul o r  f at al.   

 

 
FIRST AID 

KEEP OUT OF REACH OF CHILDREN 

If swallowed: Do  not  ind uce vom it ing . 

 

Eye contact: In  case o f  cont act  w it h  eyes, r inse im m ed iat ely w it h  p len t y o f  w at er . Seek 

m ed ical ad vice f rom  your  d oct or  or  Po isons In f orm at ion  Cent re (Australia: 13 11 26; New 

Zealand: 0800 764 766). 

 

Note: t he in f orm at ion p rovided  w it h in  t h is Technical Dat a Sheet  is in t end ed  as a guid e on ly. 

The p er f orm ance o f  t h is p rod uct  w ill d epend  on  m any f act ors out sid e t he cont ro l o f  Dy -

Mark; includ ing sur f ace t yp e and  environm ent al cond it ions. Ref er  t o  Mat er ial Saf et y Dat a 

Sheet  f or  m ore in f orm at ion . 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  


