
GALVANIZED STEEL STORMWATER OUTLETS FOR STREET KERBS

STORMWATER OUTLETS DESIGNED TO FIT
EVERY STREET KERB AND TAKES 

90mm OR 100mm STORMWATER PIPES...
NEW LOCKING DEVICE
Locks permanently into concrete kerb - will not move or pop out. Simply fold down lock tabs and 
AdaptaKerb will anchor into new or existing concrete.

UNBREAKABLE
Speci�cally designed to take heavy vehicles and tough road conditions. Will not crack or break up.

STORMWATER CONNECTIONS
Speci�cally designed PVC connector to �t both 90mm and 100mm stormwater pipes.

LARGE MODEL RANGE TO FIT ALL STREET KERBS
There is a model to suit most Council kerb pro�les.

HEAVY-DUTY GALVANIZED STEEL
AdaptaKerb is made to last with high quality steel and galvanised to Australian Standards.

LONG LASTING
AdaptaKerbs have been installed in street kerbs since 1989 without breaking or falling apart.

QUICK INSTALLATION
Quick and easy to install - saving you time and money.

Turn over for speci�cation...www.adapataproducts.com.au



300

110

100

150

120110

305

12050

130 130

170

120150

130

R300

R300

240

11060

100

180

120150

130

295

11045

100

285

110120

100

300

11030

100

380

11030

100

180

120150

70
150

20
Overlap

Manufactured and distributed by:

T 07 5522 1644

F 07 5522 1655

E info@adaptaproducts.com.au

W www.adaptaproducts.com.au

P PO Box 405, Tugun QLD 4224

AK1 STANDARD LAYBACK

SPECIFICATIONS

AK2 BARRIER

All models have PVC fitting to connect 
90mm or 100mm stormwater pipes.

AK2W BARRIER W

AK2X BARRIER X AK2Z BARRIER Z AK3 LOW LAYBACK

AK4 ROLL TOP AK5 EXTENDED LAYBACK AK6 SHORT TOP LAYBACK

AK7 STUBBY LAYBACK AK10 LONG LAYBACK

GALVANIZED STEEL STORMWATER OUTLETS FOR STREET KERBS




